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An early Vocuum Grovity Separotor monufacturad
by Forsbergs, inc.

Forshergs, Inc. has a reputation for designing and manufacturing the most capable and efficient vacuum gravity separators ever offered
in the industryl We have come a long way in over 50 years of developing gravity separators to achieve such a reputation. The Forsberg Model
90-V Vocuum Gravity Separator is the latest in our line of gravity separators, offering the most current design features. These features are
unique, and maoke the Model 90-V superior in dependability, operation and separation results. That's what you look for in processing

machinery.

Machine size and control capability over the three essential elements in a gravity's separation process determine the best possible
results and greatest capacity. Air flow, speed of vibration and the deck’s differential action affect the product’s granular density and
determine its movement and gradational separation. When o product is fed onto the Model 90-V's vibrating deck, the speed of the vibration
dictates how fast it spreads and moves. As it spreads, it flows through an upward volume of air being generated by the air vacuum in the
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llustration of the Model 90-V Gravity's deck, detailing the movement and dis-
charge of gronular material during the separating process,

machine’s hood. The air stratifies the product particles
vertically, from the lightest to the heaviest. This stratification
and the deck’s differential action can be precisely controlled for
distinct particle movement toward the discharge hopper.
Adjustable discharge dividers make it possible to determine the
exact density classification of the product. The vacuum system
aspirates the product, liberating it of dust, light foreign matter
and contominants.

The many design features of the Forsherg Model 90-V
provide the highest degree of operating control to insure the .
best possible product separation.



. . all steel, heavy duty construction for strength and durability
including decks, rails and air baffles. This allows for ease of cleaning,
to eliminate product contamination and pollution.

. . a simple, convenient deck removal procedure. Down time, main-
tenance and manpower needs are kept to a minimum when removing
and installing decks. One person can remove decks for cleaning or for
changing to a different size screen. €

. . a uniquely designed ‘‘Run-Off"’ system to provide total control
over the separation process. The working harmony and relationship of
each control and its function are enhanced by the complete, precise
setting capabilities of the Run-Off control. @

. . simplified and accurate crank controls to enable precise adjust-
ments and to maintain the control settings that are essential in the
separation process.

. . . an entirely removable drive assembly for convenient repair or
replacement. This can be accomplished simply by disconnecting the
drive rod and removing a few bolts. ©

. . smooth, quiet vibrationless operation due to the exclusive dual
— counterbalanced eccentric drive which incorporates heavy duty,
self-aligning sealed ball bearings.

. . centralized lubrication for easy and convenient
maintenance of all drive bearings.

. . an efficiently designed and located vacuum outlet. The
centralized vacuum outlet is precisely situated for proper strati-
fication and aspiration of product material being separated. This
also eliminates the need for unnecessary 90° elbows in the
piping. ©

. . numerous options and modifications available to meet the
stringent needs and demands of the products and processing
installations.

Free product testing is available in Forsbherg’s test lab for determining
separating qualities and capacities. We welcome you to come and
observe our machines in operation on your product.

EORISBERG (RN
Model 90 V Specifications

Height Weight Floor Size Horsepower Capacity

e 88 inches 2000 ibs. 78 x 123 inches Drive: 2 H.P. up to 16,000 ibs.
(223.5 cm) (907.1 kg.) (198.1 x 312.84 cm.) Fan Unit: 25-50 wu.p. (7257.4 kg.)

NOTE: Capacities can vary greatly from product to product. The capacity given is based on corn weighing 56 Ibs. per bushel and should be used as
a general guide. Contact Forsbergs Inc. for detailed information on your specific products.




